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Federal Communications Commission § 74.502 

1 NOTE: In addition to this band, stations in 
Puerto Rico may continue to be authorized 
on 942.5, 943.0, 943.5, 944.0 MHz in the band 
942–944 MHz on a primary basis to stations 
and services operating in accordance with 
the Table of Frequency Allocations. 

(d) Automatically activated equip-
ment may be used to transmit station 
identification in International Morse 
Code, provided that the modulation 
tone is 1200 Hz±800 Hz, the level of mod-
ulation of the identification signal is 
maintained at 40%±10%, and that the 
code transmission rate is maintained 
between 20 and 25 words per minute. 

(e) For stations using F1E or G1E 
emissions, identification shall be 
transmitted in the unscrambled analog 
(F3E) mode or in International Morse 
Code pursuant to the provisions of 
paragraph (d) of this section at inter-
vals not to exceed 15 minutes. For pur-
poses of rule enforcement, all licensees 
using F1E or G1E emissions shall pro-
vide, upon request by the Commission, 
a full and complete description of the 
encoding methodology they currently 
use. 

NOTE: Stations are encouraged to identify 
using their associated part 73 station call 
sign. 

[41 FR 29686, July 19, 1976, as amended at 47 
FR 9220, Mar. 4, 1982; 52 FR 47569, Dec. 15, 
1987; 56 FR 28499, June 21, 1991; 68 FR 12766, 
Mar. 17, 2003] 

Subpart E—Aural Broadcast 
Auxiliary Stations 

§ 74.501 Classes of aural broadcast 
auxiliary stations. 

(a) Aural broadcast STL station. A 
fixed station for the transmission of 
aural program material between the 
studio and the transmitter of a broad-
casting station other than an inter-
national broadcasting station. 

(b) Aural broadcast intercity relay 
(ICR) station. A fixed station for the 
transmission of aural program mate-
rial between radio broadcast stations, 
other than international broadcast sta-
tions, between FM radio broadcast sta-
tions and their co-owned FM booster 
stations, between noncommercial edu-
cational FM radio stations and their 
co-owned noncommercial educational 
FM translator stations assigned to re-
served channels (Channels 201 to 220), 
between FM radio stations and FM 
translator stations operating within 
the coverage contour of their primary 
stations, or for such other purposes as 
authorized in § 74.531. 

(c) Aural broadcast microwave booster 
station. A fixed station in the broadcast 
auxiliary service that receives and am-
plifies signals of an aural broadcast 
STL or intercity relay station and re-
transmits them on the same frequency. 

[28 FR 13716, Dec. 14, 1963, as amended at 49 
FR 7129, Feb. 27, 1984; 53 FR 4169, Feb. 12, 
1988; 55 FR 50692, Dec. 10, 1990; 57 FR 41111, 
Sept. 9, 1992] 

§ 74.502 Frequency assignment. 
(a) Except as provided in NG30, 

broadcast auxiliary stations licensed as 
of November 21, 1984, to operate in the 
band 942–944 MHz 1 may continue to op-
erate on a co-equal, primary basis to 
other stations and services operating 
in the band in accordance with the 
Table of Frequency Allocations. These 
stations will be protected from possible 
interference caused by new users of the 
band by the technical standards speci-
fied in § 101.105(c)(2). 

(b) The frequency band 944–952 MHz is 
available for assignment to aural STL 
and ICR stations. One or more of the 
following 25 kHz segments may be 
stacked to form a channel which may 
be assigned with a maximum author-
ized bandwidth of 300 kHz except as 
noted in the following Table. The chan-
nel, will be assigned by its center fre-
quency, channel bandwidth, and emis-
sion designator. The following fre-
quencies are the centers of individual 
segments. When stacking an even num-
ber of segments, the center frequency 
specified will deviate from the fol-
lowing frequencies in that it should 
correspond to the actual center of 
stacked channels. When stacking an 
odd number of channels, the center fre-
quency specified will correspond to one 
of the following frequencies. 

944.0125, 944.0375, 944.0625, 944.0875, 944.1125, 
944.1375, 944.1625, 944.1875, 944.2125, 944.2375, 
944.2625, 944.2875, 944.3125, 944.3375, 944.3625, 
944.3875, 944.4125, 944.4375, 944.4625, 944.4875, 
944.5125, 944.5375, 944.5625, 944.5875, 944.6125, 
944.6375, 944.6625, 944.6875, 944.7125, 944.7375, 
944.7625, 944.7875, 944.8125, 944.8375, 944.8625, 
944.8875, 944.9125, 944.9375, 944.9625, 944.9875, 
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